ERKO PACK Technical data:

capacity max. 400 bags/hour

bag weight 10 — 50 kg

compressed air

- pressure 5-7 bar

- consumption 0,5 - 1 Nm*/minute

electricity

- voltage (standard) 230 VAC 50 Hz

- power demand/ max max. 0,5 kW
AUTOMATIC BAG dust removal connection DN 100
FILLING MACHINE weight appr. 550 kg
FOR VALVE BAGS equivalent continuous A-weighed

sound pressure level 79 dB(A)

ERKOPACKING Bagging Systems

Single filling units, automatic
bagging stations and lines,
closing units for valve bags with
different closing methods; heat
sealing, hot-melt or cold gluing,
S ultrasonic. Automatic bag
placers with high capacity,
388-580 automatic unrolling devices for
380-780 rolled up bags, auxiliary
equipment to bagging lines,
Sl bag palletizing equipment.
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ERKOTEC Powder Handling |

Single machines and equipment
required in handling of granules
and powders. Rotary valves,
centrifugal and vibrating
separators, diverter valves, dust
removal filters, vibrating beds,
] fluidization equipment. Process
systems for granules and powders.
5L Storage, pneumatical conveying,
dosing, weighing and automation.
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ERKOFILLING Packing Service |

Erkomat performs packing
services (of bags) according to
customer demands. The service
also includes storage of pallets
and delivery within an agreed
period, in conformity with transport
Rights for technical alterations reserved orders.
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ERKOPACK-BPE

B THE KING OF THE PNEUMATIC PACKERS I

STANDARD UPPER BUTTERFLY VALVE DN300 - CAN BE SELECTED
ACCORDING TO THE MATERIAL PACKED

MATERIAL LEVEL

Unique, Patented Technique
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3 : CONSTRUCTION MATERIAL STAINLESS STEEL

POSSIBILITY EXTRA INDICATOR CONNECTION FOR MATERIAL (TEMPERATURE, ETC.)
FOR AUTOMATIC LOAD CELL IN SAFE PLACE AND INSULATED FOR
SAMPLING TEMPERATURE CHANGES
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BAGRECOGNIZER | SONTROLFOR
VALVES
UNIQUE, STAINLESS _ PRESSURE GAUGES FOR FLUIDISATION VALVES
STEEL DINAPORE FILLING SPOUT/ALTERNATIVES
FLUIDISING SYSTEM, « QUICK RELEASE

* RUBBER BELLOW AVAILABLE

* PIPES AND VALVES FOR EXTRA AIR EVACUATION
* TEFLON COVERED

* END VACUMATION

CERAMIC PARTS

EASY SERVICE

FOUR — FUNCTIONING
DOSING VALVES WITH
AUTOMATICMOTORISED
ADJUSTMENT FOR
DIFFERENT PRODUCTS

POSSIBILITY FOR

ULTRASONIC VALVE CLOSING SYSTEM

* SONOTRODE

* MOVING COUNTER BAR WITH RECOQNITION
* BAG SUPPORTING PLATE

BAG SADDLE CONSTRUCTION FOR
AUTOMATICBAG PLACER AND CLOSING UNIT

ABSOLUTELY SECURE /

TIPPING DEVICE
ERKOPACKING SYSTEMS
ERKOPACK-BPE ERKOPACK-NGE ERKOPACK-AUT ERKOJET-ABF
pneumatic packer for valve bags gravity packer with net scale for valve bags automatic bagging and closing system for open mouth bags ~ automatic big-bag packing system
ERKOPACK-BRE ERKOSET-SVN 1-4 ERKOPACK-OPT ERKOLOAD-500
auger packer with gross scale for valve bags  automatic valve bag placer (1-4 filling spouts) automatic bagging and closing system for pinch bags sack palletizer
ERKOPACK-NRE ERKOCLOCE-USP ERKOJET-NSE and -BSE ERKOLOAD-1600

auger packer with net scale for valve bags ultrasonic sealing for valve bag big-bag filling units sack palletizer
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